G-7278-LM37S

M.E. Collection

Pressure Balancing Shower System -
Shower with Handshower

GIRAFF

Produktmerkmale
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Verfiigbare Ausfiihrungen

g

e 1/2" pressure balancing valve
with diverter and trim

e 8” showerhead with 12" wall-
mounted shower arm

¢ Showerhead features no-clog,
easy-clean spray nozzles

¢ Handshower set with wall
bracket and 59” hose (PVD
finishes use 59” flex hose)

¢ Optional extension kit

¢ Flow rates: showerhead = 1.8
max gpm, handshower = 1.5
max gpm
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Gold 24K

Geburstetes Gold 24K
Geblrstetes Messing PVD®
Schwarz_Architectural Black™
Gebdurstetes Onyx PVD®
Rosé-Gold / Geblirstetes
Kupfer PVD®

Gunmetal PVD®

Matt schwarz

Olivebraun

Onyx PVD®

Poliertes Messing PVD®
Poliertes Chrom

Poliertes Nickel

Rosé-Gold / Poliertes Kupfer
PVD®

Seideglanzendes Nickel
Steelnox®

Rohmessing
Unbehandeltes geburstetes
Messing

Weiss

* Ausfiihrung auf Sonderbestellung -
Verfugbarkeit erfragen
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